its properties so as to be able to predict product compositions, yields, selectivity and co-products formed during conversion. The objective of this paper was to carry out a comprehensive characterization of the different parts of Napier grass for sustainable biofuel production.
Experiment
Fresh Napier grass stem (NGS), leaf (NGL) and stem and leaf (NGT) chopped 6 to 8 cm were collected from the Crops for the Future (CFF) Field Research Centre and transported in plastic bags to the research building of the University of Nottingham Malaysia campus. The materials were oven dried at 105 °C for moisture content determination according to the BS EN 14774-1 standard [9] . The dried materials were then shredded in a Retsch ® rotor beater mill to particle sizes between 0.2 mm and 2 mm and stored in air tight plastic bags for further studies. Volatile matter and ash content on dry basis were determined according BS EN 15148 [10] and BS EN 14775 [11] , respectively. Fixed carbon was computed by subtracting the percentage compositions of ash and volatile matter from the bone dry sample mass. Higher heating value (HHV) was determined using a Parr 6100 oxygen bomb calorimeter following BS EN 14918 [12] . The ash inorganic composition was determined using energy dispersive x-ray (EDX). Elemental compositions were determined using a LECO Corporation, USA CHNS analyzer (LECO Corporation, St Joseph, MI, USA). The structural analysis of the biomass was performed according to the procedure outlined in NREL/TP-510-42618 [13] . X-ray diffraction (XRD) was carried out to examine the crystalline systems present in each sample using PANalytical XpertPro (DSKH Technology Sdn Bhd, Selangor, Malaysia) (CuKα radiation, λ = 0.1541 nm) between 2Ө angle of 10°-60° at 25 mA, 45 kV, step size of 0.025°and 1.0 s scan rate. Crystallinity index (CrI) was calculated using peak height method according to Equation (1) below [14] : (1) where I200 and Iam is the intensity of crystalline and amorphous portion of the biomass respectively. The nature of chemical bonds and functional groups was evaluated by Fourier transform infrared spectroscopy (FTIR) on a PerkinElmer Spectrometer Spectrum RX1 instrument (Perkin Elmer Sdn Bhd, Selangor, Malaysia) using the potassium bromide (KBr) method. The translucent KBr discs (13 mm diameter) were made from homogenized 2 mg samples in 100 mg KBr using a CARVER press at 5.5 tons for 5 min. Spectra were recorded with the Spectrum V5.3.1 software within the wavenumber range of 400-4000 cm resolution. Pyrolysis characteristics of the samples were studied in a PerkinElmer Simultaneous Thermal Analyzer (STA) 6000 thermogravimetric analyzer (TGA) (Perkin Elmer Sdn Bhd, Selangor, Malaysia) in a nitrogen atmosphere, flow rate 20 mL/min at temperature between 300 K and 1100 K and heating rate of 10 K/min. About 10.0 mg of sample (with a particle size of 0.2 mm) was used. Table 1 gives the characteristics of different part of the Napier grass biomass. Moisture content at harvest varied across different section of the plant. Napier grass stem (NGS) has the highest moisture of 75.27 wt. %, followed by the Napier grass total, NGT (stem and leaf) with 74. NGS produced a higher heating value (HHV) of 18.11 MJ/kg compared to NGT (16.58 MJ/kg) and NGL (16.21 MJ/kg). The higher energy content in the NGS may be attributed to its lower ash content, high carbon content and lower oxygen level. EDX analysis of biomass ash showed that ash from all parts of the Napier grass contains similar metallic and non-metallic elements in different proportions in the following order K>Ca>Mg>Al>Na and Cl>Si>P>S, respectively. This composition follows general trend of a typical biomass ash [7, [15] [16] [17] [5] , and Lee et al. [8] and those of other warm season grasses such as switchgrass, Miscanthus, etc. [18, 19] .
Results and Discussion
The diffraction pattern ( Figure 1 ) from the XRD study shows similar patterns for all the biomass samples with peaks at a 2Ө value of 22.16° (main peak), 15.81° and 35.10° (broad peaks) which reflect the crystalline system in the samples. These represent the crystallographic planes 200, 110 and 004, respectively, according to the native cellulose structure [20] [21] [22] [23] . These characteristic peaks in the diffractogram are comparable to the Napier grass peaks identified by Reddy et al. [6] . The remaining components, mainly hemicellulose, lignin and extractives in the material are approximated to belong to the amorphous phase since no larger crystals are formed by these components [20, 24] . The value of crystallinity index obtained using Equation (1) can be attributed to different hydroxyl group (alcohol/phenol) stretching vibrations [25] [26] [27] [28] . The band at 2937 cm could be a result of aliphatic saturated C-H stretching vibrations (asymmetric and symmetric methyl and methylene stretching groups) from extractives and lignin components of the biomass since fatty acid methyl esters and phenolic acid methyl esters, have methyl and methylene groups [29] [30] [31] [32] . In the fingerprint region, the band at 1600 cm −1 may be due to the ring-conjugated C=C bonds of lignin while the band observed at 1200 cm −1 may be an indication of O-H bending in the cellulose and hemicellulose components of the biomass [5, 25, 26, 28, [33] [34] [35] [36] . The frequency at 1,050 cm −1 may be ascribed to C-O, and C=C, and C-C-O stretching in cellulose, hemicelluloses and lignin [25, 28, 34, 36] while the bands between 800 and 600 cm −1 may be attributed to aromatic C-H bending vibrations from the lignin in the samples [5, 35, 36] . Thermogravimetric analysis revealed thermal decomposition of various structural components of NGS, NGT and NGL (Figure 3 ). Point (a) at 478 K is attributed to decomposition of extractives while (b) and (c) correspond to decomposition of hemicellulose at temperatures 543 K and cellulose at 600 K, respectively. Beyond 600 K, point (d), indicates the decomposition of lignin. Considering decomposition intensity of the main peaks (cellulose), reaction intensities of 5.3, 6.0 and 6.6 wt. %/K were recorded for NGS, NGT and NGL in that order. The lower value for NGS may be attributed to w high amount of alkali metals, particularly potassium, in the biomass (see Table 1 ) since high levels of alkali metals tends to reduce the cellulose decomposition rate during pyrolysis [36] [37] [38] [39] . A noticeable peak was observed in the lignin decomposition region of NGT at 730 K and NGL at 880 K while none was observed in NGS. Consequently, it can be deduced that the lignin content of NGS has similar decomposition pathways while the change observed in the NGT and NGL may be attributed to different oxygen functional groups present in the lignin component of the respective biomass sanmples. The decomposition temperature values of different parts of the Napier grass in this study are in good agreement with literature values of 373-523 K, 523-623 K, 623-773 K and above 773 K for extractives, hemicellulose, cellulose and lignin, respectively [6, 36, 39] . Biomass decomposition can be represented by the Equation (2) 
The rate constant k is a function of temperature and generally represented by the Arrhenius equation and f (xb) is expressed in form of reaction order model. Equation (3) then becomes:
For a non-isothermal process at constant heating rate (β), Equation (4) can be transformed as given in Equation (5):
Taking the natural logarithm of Equation (5) and rearranging, we obtain Equation (6) . A plot of right hand side versus 1/T will give a straight line for a particular reaction order. The kinetic parameters; frequency factor, A (min
) and activation energy, E (kJ/mol) can be obtained from the intercept and slope of the graph. R is the general gas constant (8.314 J/mol·K): where the terms mo, mt, and m∞ are the initial sample mass, mass remaining at any time (t) and residual mass at the end of pyrolysis, respectively.
From Equation (7), we need to develop the limit for dxb/dT and relate it to the experimental data:
From the above 
Substituting Equation (10) in (9), we have:
The experimental data were fitted to the straight line model presented in the Equation (6) above for different components in the biomass as identified in the DTG curves in Figure 3 above. Summarized kinetic parameters such as activation energy, frequency factor and reaction order are given in Table 3 . The lignin decomposition NGS and NGL biomass samples followed a reaction order of 1.8 while a 2.3 reaction order was recorded for NGT. The activation energy was between 23.37 and 46.31 kJ/mol which was lower than that of the remaining components. This observation may be attributed to mass and heat transfer effects. Similar lower values of activation energy of lignin decomposition have been reported in the literature [41] [42] [43] [44] [45] . Similarly, the cellulose and extractives decompositions of NGS and NGL biomass obeyed the same reaction order of 5, whereas NGT followed 7 and 11 reaction orders for cellulose and extractives. High activation energies of 178.62, 171.25 and 168.84 kJ/mol were recorded for cellulose in NGT, NGS and NGL, respectively. The higher value of activation energy of cellulose may be linked to the high crystallinity index recorded in the samples which generally tends to inhibit cellulose degradation due to resistance to heat diffusion [36, 37, 46, 47] . This observation is also in agreement with our previous study where pretreated biomass produced higher activation energy compared to the untreated sample due to increased crystallinity brought about by the pretreatment [39] . On the other hand, the reaction orders for hemicellulose varied across all the biomass samples: orders of 4.5, 3 and 5 were recorded for hemicellulose decomposition in NGT, NGS and NGL, respectively with corresponding activation energy of 81.05, 82.59 and 102.56 kJ/mol. Generally, the biomass decomposition process is a multi-step reaction of its components which contribute to the overall reaction rate. From the kinetic parameters obtained above, a general equation can be developed for the whole NGT, NGS and NGL biomass decomposition process from Equation (5), as follows:
where 5  n and the first, second, third and fourth term of Equations (12)- (14) represent the rate of conversion of extractives, hemicellulose, cellulose and lignin at temperatures between 373-473 K, 473-573 K, 573-673 K and >673 K, respectively. Using these models with the kinetic parameters obtained above, predicated DTG data was obtained using the relation in Equation (11) . The predicated DTG was compared with the experimental DTG as shown in Figure 4 below. The result showed that the models described well the pyrolysis process of the different components of Napier grass biomass. Napier grass leaf (NGL), stem (NGS) and leave and stem (NGT) were characterized. Proximate and ultimate analyses revealed that the materials have high volatile matter contents, higher heating value, high carbon content and lower ash, nitrogen and sulfur contents. Structural composition showed that Napier grass biomass has considerable cellulose and lignin contents which makes it a good candidate for good quality bio-oil production. However, some levels of extractives and hemicellulose were also recorded. The biomass ash consists mainly of the elements potassium, chlorine and silicon. These minerals, together with extractives and hemicellulose, may be reduced through a pretreatment step prior to the pyrolysis process. The pyrolysis characteristics from the thermogravimetric studies under nitrogen atmosphere of 20 mL/min at constant heating rate of 10 K/min showed that degradation of extractives, hemicellulose, cellulose and lignin occurred at temperatures around 478 K, 543 K, 600 K and above 600 K, respectively. The kinetics of the process were evaluated using a reaction order model. Higher activation energy was recorded for the decomposition of cellulose. This was attributed to the high level of crystallinity in the materials. Some models were developed using the kinetic parameters and the data compared with the experimental data. The results of the models fit well to the experimental data. The proposed models may be a reliable means for describing the thermal decomposition of other lignocellulosic biomass samples under nitrogen atmosphere at constant heating rate, which shall be the focus of our next study.
